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Selector Forks and Drum - Removal

A\ WARNING

Before starting work, ensure the motorcycle is stabilised and adequately supported. This will
help prevent it from falling and causing injury to the operator or damage to the motorcycle.

* Remove the engine (see Engine - Removal).

o Separate the lower crankcase from the upper crankcase (see Crankcase - Removal).
¢ Remove the transmission shafts.

* Remove the gear change selector shaft (see Gear Change Shaft - Removal).

e Remove the gear position sensor (see Gear Position Sensor - Removal).

1. Remove and discard the fixing securing the output selector shaft retainer.

|

1. Fixing
2. Output selector shaft retainer.
3. Output selector shaft

2.
3. Remove and discard the fixing securing the input selector shaft.

https://www.tritun.net/tritun/content/document/view ?id=2005&groupld=2 113



12/1/2016 Selector Forks and Drum - Removal

1. Fixing

Note

o Prior to removal, mark, or make a note of the relative positions of each selector fork
in the selector drum.

4. Withdraw the input selector shaft and noting its orientation remove the fork.

5. Withdraw the output selector shafts and noting their orientation, collect the two selector
forks.

Output selector shaft

1.
2. Input selector shaft
3

. Selector fork (input shaft)
4. Selector fork (output shaft)
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5. Selector fork (output shaft)

6. Remove the selector drum bearing keeper plate and discard the fixing.
7. Remove the selector drum.

1. Selector drum
2. Fixing
3. Bearing keeper plate

8. If required, remove the fixing and remove the detent wheel from the selector drum.
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