12/1/2016 Qil and Water Pump - Installation

Oil and Water Pump - Installation

A\ CAUTION

Before fitting the pump to the crankcase ensure the pump internal surfaces have been
wetted with clean engine oil. The pump may fail to pick up oil from the sump if the surfaces
have not been wetted. This will cause the engine to run without engine oil pressure and will
lead to severe engine damage.

1. Install four new O-rings to the water pump outlet sleeve.
2. Install two new O-rings to the oil pump outlet sleeve.

Coolant outlet sleeve
O-ring (coolant)

Oil outlet sleeve
O-ring (oil)
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3. Fit the coolant outlet sleeve, the oil outlet sleeve and the coolant inlet O-ring to the
crankcase.
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Qil and Water Pump - Installation
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1. Coolant outlet sleeve
2. Oil outlet sleeve
3. O-ring (coolant inlet)

4. Fill the oil pump with new engine oil, turning the pump rotor as the oil is poured in to ensure

all surfaces are coated with oil.
5. Position the oil and water pump to the crankcase inserting the oil pump outlet sleeve and

the water pump outlet sleeve into the openings.

A\ CAUTION

Do not use excessive force to insert the outlet sleeves into the oil pump. Severe oil pump or
outlet sleeve damage may result from the use of excessive force.

6. Feed the drive chain over the transmission input shaft and fit to the sprocket.

7. Fit the drive chain on to the oil pump sprocket.
8. Refit the oil and water pump. Install new fixings and tighten to 10 Nm.

https://www.tritun.net/tritun/content/document/view ?id=2005&groupld=2

2/4



12/1/2016 Qil and Water Pump - Installation

1. Pump
2. Fixings

9. Support the oil and water pump drive sprocket and carefully refit the bush spacer and
needle roller bearing as noted during removal.

Drive sprocket
Needle roller bearing
Spacer

Bush

1.
2.
3.
4.

10. Install a new oil seal and refit the oil pick-up.

https://www.tritun.net/tritun/content/document/view ?id=2005&groupld=2 3/4



12/1/2016 Qil and Water Pump - Installation

-
b

%\
<

INT

0

c
)
0

)
d

(

7
\

J]
5/

-

\

1. Oil pick-up
2. Oil seal

o Refit the clutch (see Clutch - Installation).

o Refit the sump, ensuring the water pump drain tube is correctly installed (see Sump -
Installation).

» Refill the engine with oil (see Qil and Qil Filter Change).
» Refill the cooling system (see Coolant Replacement - Filling).
o Refit the fuel tank (see Fuel Tank - Installation).

* Reconnect the battery, positive (red) lead first (see Battery - Installation) and tighten the
terminals to 4.5 Nm.

o Refit the seat (see Seat - Installation).
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