12/1/2016 Airbox - Installation

Airbox - Installation

A\ WARNING

Before starting work, ensure the motorcycle is stabilised and adequately supported. This will
help prevent it from falling and causing injury to the operator or damage to the motorcycle.

Note

 When installing the airbox, ensure that the brake lines on the right hand side of the
frame do not get damaged.

1. Position the airbox to the frame ensuring the throttle body air ducts are correctly aligned to
the throttle bodies.

. Check that the harnesses and hoses are routed as noted on removal.
. Secure the airbox with the four shouldered washers and fixings, tighten the fixings to 6 Nm.
. Tighten the intake hose clamps to 1.5 Nm.

. Refit the relay bracket to the right hand side of the airbox, ensuring the harness is not
trapped, and tighten the three fixings to 1.5 Nm.
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1. Fixings

6. Refit the starter motor solenoid to the relay bracket.

7. Refit the roll over valve bracket and, if fitted, the purge control valve and tighten the fixing to
1.5 Nm.
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Fixing

Roll over valve
Purge control valve
Bracket
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8. Connect the the rear wheel ABS sensor to the main harness and attach to the airbox as
noted for removal.

1. ABS sensor harness connector
2. ABS sensor connector

9. If necessary, refit the air intake duct seal to the airbox.
10. Refit the air intake duct to the airbox and tighten its fixing to 1.5 Nm.
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1. Fixings
2. Airintake duct

11. Attach the fuse box bracket to the airbox and tighten the three fixings to 3 Nm.
12. Attach the diagnostic connector to the fuse box bracket.

1. Diagnostic connector
2. Fixings
3. Fusebox bracket

13. Attach the air intake temperature sensor to the airbox and tighten its fixing to 1.5 Nm.
14. Attach the ambient air pressure sensor to the airbox and tighten its fixing to 2 Nm.
15. Attach the fall detection switch to the airbox and tighten the new fixings to 3 Nm.
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1. Fixing, Air temperature sensor
2. Fixing, Ambient air pressure sensor
3. Fixings, Fall detection switch

16. Refit the engine breather hose and secure with the hose clips.
17. Secure the engine breather hose bracket to the airbox and tighten the fixing to 1.5 Nm.
18. Fit the mountings for the air intake finisher and tighten its fixings to 3 Nm.

1. Fixings
2. Mounting (right hand side shown)

19. Fit the air intake finishers and tighten to 3 Nm.
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1. Fixing

« If removed, refit the evaporative canister (see Evaporative Canister (if fitted) - Installation).
o Refit the rear mudguard (see Rear Mudguard - Installation).

o Refit the rear wheel (see Rear Wheel - Installation).

» Refit the left and right hand side panels (see Side Panels).

o Refit the fuel tank (see Fuel Tank - Installation).

e Reconnect the battery, positive (red) lead first (see Battery - Installation) and tighten the
terminals to 4.5 Nm.

» Refit the seat (see Seat - Installation).
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