12/1/2016 Gear Position Sensor - Installation

Gear Position Sensor - Installation

A\ WARNING

Before starting work, ensure the motorcycle is stabilised and adequately supported. This will
help prevent it from falling and causing injury to the operator or damage to the motorcycle.

1. Fit a new O-ring to the sensor. Lubricate the O-ring with a smear of petroleum jelly.

2. Position the sensor to the engine, ensuring that the sensor engages with the slot in the
selector drum shaft. Secure with the two new fixings and tighten to 5§ Nm.

3. Carefully fit the gear position sensor harness into the harness guide as noted for removal
with the white tape shown in the upper gap.

4. Secure the harness guide to the crankcase and tighten the new fixings to 4 Nm.

Fixing
Harness guide
Upper gap
White tape

1.
2.
3.
4.

5. Route the gear position sensor harness through the frame to the right hand side of the
airbox, as noted for removal. Connect the gear position sensor electrical connector to the
main harness and attach it to the relay bracket.
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1. Gear position sensor electrical connector

6. Refit the brake fluid reservoir to the relay bracket, and tighten the new fixing to 3 Nm.

1. Fixing
2. Brake fluid reservoir

7. Attach the alternator harness to the coolant expansion tank mounting, fit the inner cover and
tighten its fixings to 7 Nm.
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1. Fixings
2. Harness clip
3. Alternator harness

8. Refit the coolant expansion tank to its mountings and tighten the new lock nuts to 3 Nm.

N

1. Lock nuts
2. Coolant expansion tank

o Refit the front sprocket cover (see Front Sprocket Cover - Installation).

» Refit the right hand side panel (see Side Panels).
¢ Reconnect the battery, positive (red) lead first (see Battery - Installation) and tighten the

terminals to 4.5 Nm.
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o Refit the seat (see Seat - Installation).
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