12/1/2016 Fuel Injectors and Fuel Rail - Removal

Fuel Injectors and Fuel Rail - Removal

A\ WARNING

Before starting work, ensure the motorcycle is stabilised and adequately supported. This will
help prevent it from falling and causing injury to the operator or damage to the motorcycle.

* Remove the throttle bodies (see Throttle Body - Removal).

Note

e The fuel rail and injectors are removed from the cylinder head together.

1. Disconnect the electrical connector from the fuel injectors.

2. Remove the two fixings securing the fuel rail and fuel rail covers to the cylinder head.
Collect the spacers between the fuel rail and cylinder head and the two covers.

Electrical connector (right hand side shown)
Fuel rail cover (right hand side shown)
Fixing (right hand side shown)

Spacer

Fuel rail

1.
2.
3.
4.
5.

3. Gently ease the fuel rail and injectors upwards to release them from the cylinder head.
Note

e The fuel injectors are not to be removed from the fuel rail unless they are to be
replaced.

« If the injectors require replacing continue from step 4.
* Note the position of the retaining clip for installation.

4. Carefully remove the retaining clips securing the fuel injectors to the fuel rail.
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5. Ease each injector from the fuel rail.

1. Retaining clip
2. Injector
3. Fuel rail
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