12/1/2016 Coolant System Pressure Test

Coolant System Pressure Test

A\ WARNING

Before starting work, ensure the motorcycle is stabilised and adequately supported. This will
help prevent it from falling and causing injury to the operator or damage to the motorcycle.

A\ WARNING

Do not remove the coolant pressure cap when the engine is hot. When the engine is hot, the
coolant inside the radiator is hot and also under pressure. Contact with hot coolant will
cause scalds and skin damage.

1. Remove the fixing and position the coolant filler neck away from the immobiliser bracket.

2\ 3\

S

1. Fixing
2. Coolant filler cap
3. Immobiliser bracket

2. Remove the coolant filler cap.

3. Select the T3880176 - Radiator Pressure Test (use with 3880147) bayonet type adapter and
securely fasten to the coolant filler neck.

4. Carefully connect the hand pump (part of T3880147 - Radiator and Cap Tester Kit) to the
T3880176 - Radiator Pressure Test (use with 3880147) ensuring an air tight seal is
maintained.
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1. Coolant filler neck

2. T3880176 - Radiator Pressure Test (use with
3880147)

3. Hand held pump (part of T3880147 - Radiator and
Cap Tester Kit)

Note

¢ Do not exceed 1.2 bar when carrying out a coolant pressure test.

5. Pressurise the cooling system to the operating pressure, using the hand pump taking care
not to exceed 1.2 bar.

6. Hold the pressure for a minimum of 10 minutes, whilst visually inspecting the external
components of the coolant system for leaks.

Note

« If the engine oil is contaminated further exploratory investigation will be required.

* Engine oil with a hazy or milky appearance may indicate water emulsion.

 If the engine oil is contaminated rectify the cause of the problem and then renew the
oil and filter.

7. Remove the engine oil filler cap and check for contamination of the engine oil caused by
coolant escaping into the engine sump.

8. De-pressurise the coolant test kit using the pressure release valve.
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Coolant filler neck
Bayonet type connector
Hand held pump
Pressure release valve
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9. Detach the T3880176 - Radiator Pressure Test (use with 3880147) bayonet type adapter
from the coolant filler neck.

10. Refit the coolant filler neck and tighten the fixing to 3 Nm.
 Fill the coolant expansion tank to the maximum mark (see Coolant Level Adjustment).
o Refit the coolant pressure cap.
» Refit the fuel tank (see Fuel Tank - Installation).

¢ Reconnect the battery, positive (red) lead first (see Battery - Installation) and tighten the
terminals to 4.5 Nm.

» Refit the seat (see Seat - Installation).
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