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ABS Hydraulic Modulator/ECM - Installation
A\ WARNING

Before starting work, ensure the motorcycle is stabilised and adequately supported. This will
help prevent it from falling and causing injury to the operator or damage to the motorcycle.

A\ cAUTION

To prevent paint damage, do not spill brake fluid onto any area of the bodywork. Spilled
brake fluid will damage paintwork.

1. If removed, fit the anti-rotation moulding and tighten the new fixing to 5 Nm.
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1. Fixing
2. Anti-rotation moulding

2. Position the ABS modulator onto its bracket. Fit new fixings and tighten to 9 Nm.
3. Connect the ABS modulator multiplug (see ABS Electrical Connectors).

4. Incorporating new washers to either side of the unions, fit the brake lines to the ABS
modulator as noted for removal. Tighten the brake line unions to 25 Nm.
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ABS modulator harness

Brake line unions

Fixing (ABS modulator to bracket)
Fixing (ABS modulator bracket to frame)

A oODbD =

5. Refit the alternator regulator/rectifier (see Alternator Regulator/Rectifier - Installation).

6. Fit the swinging arm (see Swinging Arm - Installation).

7. Reconnect the battery, positive (red) lead first and tighten the battery terminals to 4.5 Nm.
8. Refit the seat (see Seat - Installation).

A\ WARNING

It is dangerous to operate the motorcycle with defective brakes; you must have your
authorised Triumph Dealer take remedial action. Failure to take remedial action may reduce
braking efficiency leading to loss of motorcycle control and an accident.

» Bleed the front brakes (see Bleeding the Front Brakes, Renewing Brake Fluid).
e Bleed the rear brakes (see Bleeding the Rear Brakes, Renewing Brake Fluid).
e Check the operation of the front and rear brakes. Rectify as necessary.
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