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Front Sprocket - Installation

A\ WARNING

Before starting work, ensure the motorcycle is stabilised and adequately supported. This will
help prevent it from falling and causing injury to the operator or damage to the motorcycle.

1. Fit the front sprocket, as noted for removal, and engage it with the drive chain.
2. Fit a new lock washer engaging it with the output shaft splines, and fit the sprocket nut hand
tight.

1. Nut
2. Lock washer
3. Front sprocket

3. Have an assistant sit on the motorcycle, select sixth gear and apply the front brake hard.

4. Tighten the front sprocket nut to 180 Nm.

5. Secure the front sprocket nut in position by bending the lock washer down to contact one of
the nut flats.

6. Adjust the final drive chain free movement (see Final Drive Chain Adjustment).

7. Attach the alternator harness to the coolant expansion tank mounting, fit the inner cover and
tighten its fixings to 7 Nm.
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1. Fixings
2. Harness clip
3. Alternator harness

8. Refit the coolant expansion tank to its mountings and tighten the new lock nuts to 3 Nm.

N

1. Lock nuts
2. Coolant expansion tank

9. Attach the rear brake fluid reservoir to the relay bracket and tighten the new fixing to 3 Nm.

» Refit the right hand side panel (see Side Panels).
» Refit the front sprocket cover (see Front Sprocket Cover - Installation).
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